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Jackson / Kimberly-Clark
Vendor Code: KCP

JACKSON SAFETY* Electrode Holders
Heavy duty copper and aluminum alloy models with large dome cable screw connectors for high conductivity and improved cable connections.

Read this section completely before selecting your Jackson electrode holder. 
Electrical shock can kill. Do not touch live electrical parts or electrodes with 
bare skin or work with wet gloves or clothing.

Electrode holders should be used only for electric arc welding and arc cutting. 
Cable installation instructions must be followed for correct electrical conductivity. 
Welding gloves must be worn when operating electrode holders. 

When selecting an electrode holder the following safety items should be 
reviewed: maximum amperage rating, duty cycle rating, maximum rod size and 
minimum cable size. 

Electrode holders must not be operated if insulators or handles are damaged 
or missing. Repair immediately. Never operate any electrode holder at a higher 
amperage than its maximum amperage rating. 

Electrode holders, when not in use, must be placed so that they cannot make 
electrical contact with persons or conducting objects. 

Inspect frequently and immediately replace worn or damaged parts. 

For further information on welding safety, see American National Standards 
Institute Standard Z49.1, available from American National Standards Institute, 
1430 Broadway New York, NY 10018.

Electrode Holders and Ground Clamps: Applications and Safety

Streamlined design; ideal for tight places
Part No: 14679

Streamlined design; replaceable jaws; lightweight
Part No: 14683

Replaceable jaws; lightweight
Part No: 14682

Popular medium duty
Part No: 14680

Heavy duty
Part No: 14681

Heavy duty; head is at a 45˚ angle
Part No: 14684

Electrode Holders

*Duty cycle rating is the maximum percentage of actual arc-time (out of any 10-minute period) that a holder should 
be expected to perform comfortably.

Electrode Holders

KCP  
Part No. Model Desc. Body Alloy

Electrode 
Capacity Amperage

Cable Connection 
Capacity Weight

Duty Cycle 
Rating*

SAP  
Part No.

Original 
Part No.

14679 Model JH-1  
Copper Alloy JH-1 Copper Alloy 3/16 inch 250 4 through 1/0 12 oz. Medium 

Duty 3001793 0700-0011

14683
Model JH-2  
Aluminum 
Alloy

JH-2 Aluminum Alloy 5/32 inch 200 4 through 1/0 10 oz. Light Duty 3001797 0700-0022

14682
Model A-W   
Aluminum 
Alloy

A-W Copper Alloy 1/4 inch 300 2 through 2/0 19 oz. Medium 
Duty 3001796 0700-0019

14680 Model AW-C 
Copper Alloy AW-C Aluminum Alloy 1/4 inch 300 2 through 2/0 14 oz. Medium 

Duty 3001794 0700-0012

14681 Model A3-S 
Copper Alloy A3-S Copper Alloy 3/8 inch 500 2/0 through 4/0 30 oz. Heavy Duty 3001795 0700-0016

14684 Model J-4  
Brass J-4 – 1/4 inch 400 2 through 1/0 16 oz. Heavy Duty 3001798 0700-0034
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Cable Connectors 

Uni-Trik Cable Connectors
Uni-Trik cable connectors are completely insulated, with no exposed metal, 
and have large, dome-nose cable screws to ensure a virtually unbreakable, 
high conductivity connection. Uni-Trik connector halves are compatible with 
halves of certain other connectors.

Quik-Trik Cable Connectors
Quik-Trik connector halves have Morse-tapered sections that are drawn 
together with a cam and locking bar, for maximum conductivity. Available 
with flexible insulators, with tapered ends that cover cable jacket and lock 
out moisture, oil and dirt; or with semi-rigid insulators.

Cable Connectors
Uni-Trik Connectors
KCP  
Part No. Model No. Description

Connection Half  
Connection Type

Cable 
Capacity

SAP  
Part No.

Original 
Part No.

14741 UB-1-BP Complete Cam Locking 4 thru 1 3001848 0704-0200

14742 UB-3-BP Complete Cam Locking 1/0 thru 3/0 3001849 0704-0210

14743 UBF-3-BP Female Cam Locking 1/0 thru 3/0 3001850 0704-0211

14744 UBM-3-BP Male Cam Locking 1/0 thru 3/0 3001851 0704-0212

14745 UB-4-BP Complete Cam Locking 3/0 thru 4/0 3001852 0704-0213
Quik-Trik Cable Connectors

14733 QNB-2-BP Flexible insulator/complete Cam & Locking Bar 1/0 and 2/0 3001840 0704-0001

14739 QNBM-2BP Flexible insulator/male Cam & Locking Bar 1/0 and 2/0 3001846 0704-0029

14737 QNBF-2-BP Flexible insulator/female Cam & Locking Bar 1/0 and 2/0 3001844 0704-0023

14734 QNB-4-BP Flexible insulator/complete Cam & Locking Bar 3/0 and 4/0 3001841 0704-0002

14740 QNBM-4-BP Flexible insulator/male Cam & Locking Bar 3/0 and 4/0 3001847 0704-0030

14738 QNBF-4-BP Flexible insulator/female Cam & Locking Bar 3/0 and 4/0 3001845 0704-0024

14735 QB-2-BP Semi-rigid insulator/complete Cam & Locking Bar 1/0 and 2/0 3001842 0704-0004

14736 QWNB-BP Whip-lead half Cam & Locking Bar 4 thru 1/0 3001843 0704-0008

Part No. 14741 

Part No. 14742 

Part No. 14745 

Part No. 14733 

Part No. 14734 

Part No. 14735

JACKSON SAFETY* Cable Connectors
JACKSON SAFETY* offers a popular range of fully insulated cable connectors with tapered ends covering the cable jacket and locking out moisture, oil and dirt.

UNI-TRIK*
Camlok secure connection mates 
the male and female halves.

Two large dome-nose screws for 
high-conductivity connection.

Form-fitted rubber jacket insulator 
protects against moisture, oil 
and dirt.

QUIK-TRIK*
Camlok & Locking Bar 
draw together for virtually 
unbreakable connection.

Large dome-nose screw for high-conductivity 
connection.

Form-fitted rubber jacket insulator 
protects against moisture, oil and dirt.
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Part No. 14730 Part No. 14731

JACKSON SAFETY* Ground Clamps
JACKSON SAFETY* Brand ground clamps feature large contact areas, high-clamping pressure and long levered 
handles for easy jaw opening. Clamps have fully insulated pivots and springs. The cable jacket is held securely inside 
the conductor body with a cable bar for improved holding ability and longer cable life.

Cable Lugs and Lug Boots
This is the easiest, least costly way to protect against electrical shock from exposed welding machine terminal 
connections, and satisfy specification requirements, too. These soft vinyl covers slide up over lug and cable, and are 
pulled back down over the completed connection, to cover the bus bar, lug, stud and nut. One size Lug-Boot cover 
fits all cable from size 6 thru 4/0, and straight or angled style lugs. Sold in pairs. 

Plug-in cable lugs give you completely insulated welding machine terminal connections, plus quick-connect con-
venience. The lug body, with its soft vinyl cover, is secured to the terminal stud. Cable is attached by plugging in a 
male cable connector half. For use with Uni-Trik or Quik-Trik connectors 1/0 through 4/0 cable sizes.

Part No. 14732

Ground Clamps

KCP  
Part No. Model No.

Jaw  
Opening

Cable Connection 
Capacity Amperage Weight

Std. 
Pack

SAP 
 Part No.

Original  
Part No.

14730 GC-2 1-1/4" 4 through 1/0 200  16 oz. 12 3001834 0702-0001

14731 GC-3 1-5/8" 1/0 and 2/0 300 23 oz. 12 3001835 0702-0002

14732 GC-5 2" 3/0 and 4/0 500 34 oz. 12 3001836 0702-0003

Cable Lugs and Terminal Covers

KCP  
Part No. Model No. Description Std. Pack

SAP 
 Part No.

Original  
Part No.

14746 – Lug Boot Sold in Pairs 3001853 0706-0029

14747 ULB-45 Cable Lug ULB-45 Sold in Pairs 3001854 0706-0030

14748 QLB-45 Cable Lug QLB-45 Sold in Pairs 3001855 0706-0034 Part No. 14746

Part No. 14747

Ground Clamps

Jackson / Kimberly-Clark
Vendor Code: KCP

Ground Clamps / Cable Lugs

Serrations cut through rust and 	
contamination for superior connection.

Long-lever, finger 
grip contoured 
handle for easy 
jaw opening. 

Extra large contact area 
for greater conductivity.
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Electrode Holder Parts Breakdown

JH-1 Holder
Part No. 14679 (250 Amps)

JACKSON SAFETY* JH-2 Holder
Part No. 14683 (Aluminum 200 Amps)

Item KCP  
Part No.

Description SAP 
Part No.

Original  
Part No.

A 14685 Head 	
Assembly 3001799 0700-0035 

JACKSON SAFETY* J4 Holder
Part No. 14684 (400 Amps)

A

B
C

E

D

F
G

H

H

Item
KCP  
Part No. Description

SAP 
Part No.

Original  
Part No.

A 14727 Handle 3001830 0701-0071

B 14721 Lever 3001825 0701-0063
C 14696 Spring 3001812 0701-0044
D 14699 Upper nose 3001815 0701-0050
E 14689 Upper tong 3001803 0701-0009
F 14690 Lower tong 3001804 0701-0018
G 14699 Lower nose 3001815 0701-0050

H 14718 Insulator 
screw (100) 3001822 0701-0059

Item KCP  
Part No.

Description SAP 
Part No.

Original  
Part No.

A 14727 Handle 3001830 0701-0071
B 14721 Lever 3001825 0701-0063
C 14696 Spring 3001812 0701-0044
D 14699 Upper nose 3001815 0701-0050
E 14699 Lower nose 3001815 0701-0050
F 14693 Upper jaw 3001809 0701-0039
G 14694 Lower jaw 3001810 0701-0040
H 14718 Insulator 

screw (100) 3001822 0701-0059

JACKSON SAFETY* Electrode Holder Replacement Parts

A

Jackson / Kimberly-Clark
Vendor Code: KCP

I

A

B
C

F

D

H

E

HG
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I
G
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A
B

K

P E

L

A
B

L

D
F
E

G

J

K

H

I

Item
KCP  

Part No. Description
SAP  

Part No.
Original  
Part No.

A 14713 Insulator, lever 3001817 0701-0053
B 14699 Upper nose 3001815 0701-0050
C 14693 Upper jaw 3001809 0701-0039
D 14694 Lower jaw 3001810 0701-0040
E 14716 Lower nose 3001820 0701-0057
F 14692 Tong Pin 3001806 0701-0032
G 14697 Small spring cup 3001813 0701-0047
H 14698 Large spring cup 3001814 0701-0049

I 14695 Inner spring 	
(not shown) 3001811 0701-0043

J 14723 Handle 3001827 0701-0068

K 14718
Insulator screw 
(100)

3001822 0701-0059

JACKSON SAFETY* AW Holder
Part No. 14682 (Aluminum 300 Amps)

JACKSON SAFETY* A3-S Holder
Part No. 14681 (500 Amps)

Item
KCP  

Part No. Description
SAP  

Part No.
Original  
Part No.

A 14714 Insulator, lever 3001818 0701-0054
B 14711 Upper nose 3001816 0701-0051
C 14720 Insulator strip 3001824 0701-0062
D 14697 Small spring cup 3001813 0701-0047
E 14695 Inner spring 	

(not shown) 3001811 0701-0043

F 14698 Large spring cup 3001814 0701-0049
G 14688 Upper tong 3001802 0701-0008
J 14722 Lower nose 3001826 0701-0067
K 14725 Handle 3001828 0701-0069
L 14718 Insulator screw 

(100) 3001822 0701-0059

JACKSON SAFETY* AWC Holder
Part No.14680 (300 Amps)

Item
KCP  

Part No. Description
SAP  

Part No.
Original  
Part No.

A 14713 Insulator, lever 3001817 0701-0053
B 14699 Upper nose 3001815 0701-0050
D 14687 Upper tong 3001801 0701-0007
E 14697 Small spring cup 3001813 0701-0047

F 14695 Inner spring 	
(not shown) 3001811 0701-0043

G 14698 Large spring cup 3001814 0701-0049
H 14691 Lower tong 3001805 0701-0019
I 14716 Lower nose 3001820 0701-0057
J 14692 Tong Pin 3001806 0701-0032
K 14723 Handle 3001827 0701-0068

L 14718 Insulator Screw 
(100) 3001822 0701-0059

Electrode Holder Parts Breakdown

A B

L

E
D

C

K
F

L J

G

H

Jackson / Kimberly-Clark
Vendor Code: KCP
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Eye, Face, and Head Protection

JACKSON SAFETY* Wildcat™

•	 �Extreme heat resistance: will not melt,  
drip or ignite at 350°F for 5 minutes.

•	 �Lightweight and comfortable with a pivot  
headband that allows optimal placement.

•	 �Adjustable side vent for increased  
air flow.

•	 �Fits naturally to contour of face in order  
to block out airborne contaminants.

•	 Wide headband and cushioned eye cups.
•	 Meets ANSI Z87.1+ standards.

Part No. 20526

Welding Goggles/ Flexible Frame

WS Series
•	 Flexible frame goggles
•	 �Available with fixed or lift front.

Part No. 15992

KCP 
Part No. Anti-Fog lens color

SAP 
Part No.

20525 Clear, anti-fog 3013710* 

20526 Smoke 3013711* 

20527 Amber 3013712* 

20528 IRUV 3.0 3013713 

20529 IRUV 5.0 3013714 

Part No. 20529

*These lens configurations are not to be used  
  for welding applications.

Welding Goggles/Rigid Frame

Part No. 15987

JACKSON SAFETY* WR-600/WA-600
•	 The Series 600 cup is molded of high  
	 density plastic. 
•	 Deeper cup positions the plate to more  
	 closely match normal eye attitudes for  
	 close-up viewing.  
•	 Fits over prescription glasses. 
•	 Cover plate and shade #5 filter  
	 plate included.

JACKSON SAFETY* WR-60/WA-60
•	 The Unigoggle is molded of smooth, 	 	
	 easy-to-clean high-density plastic.  
•	 These fixed front-shallow frame goggles  
	 fit against the face to keep out light.  
•	 Also accommodates magnifying plate.  
•	 Cover plate and shade #5 filter  
	 plate included.

 Part No. 15986

Welding Goggles

Jackson / Kimberly-Clark
Vender Code: KCP

KCP  
Part No. Description

SAP  
Part No.

Original
Part No.

15991
Model WS-80,  
Fixed Front, Shade #5

3002695 0746-0505

15992
Model WS-85,  
Lift Front, Shade #5

3002696 0746-0515

15995 143 Headband 3002706 0747-0029

KCP  
Part No. Description

SAP  
Part No.

Original
Part No.

15986*
Model WR-60 with  
elastic headband

3002687 0746-0223

15988*
Model WA-60 with  
Adjust-O-Lok headgear

3002689 0746-0315

15987*
Model WR-600 with  
elastic headband

3002688 0746-0235

15990
�Model WA-600 with  
Adjust-O-Lok headgear

3002690 0746-0325

15994 43 Headband 3002701 0747-0005

JACKSON SAFETY* Monogoggle XTR™
The Shield™

•	 �Full face protection which detaches from goggle.
•	 �Curved faceshield conforms to shape  

of face offering better protection.
•	 �Provides dust, splash and impact protection.
•	 �Polycarbonate shield for long lasting protection,  

compact in size is ideal for storage 
	 and work in confined space.
•	 �Can be worn with safety cap.
•	 �Anti-fog lenses.
•	 �3.0 and 5.0 models feature flame retardant headband.

KCP  
Part No. Description

SAP  
Part No.

18629 Blue frame, clear lens 3010343*

18631 Black frame, Shade 3.0, AF 3010345

18633 Black frame, Shade 5.0, AF 3010346
Part No. 18629

Part No. 18631

*This lens configuration is not to be used for  
  welding applications.

* 43 Headband




