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EZ Purge™ Pre-formed Purge Dams

Since EZ Purge™ is pre-formed, there is no need to measure, Part No. Pipe Diameter Std. Pkg

cut, or construct a purge dam. The pre-formed dam includes a EZP-4 4 48

generous amount of water soluble tape. There is no need to buy EZP-6 6" 48

separate inventories or carry heavy rolls and tools to the job site. EZP-8 g 48
8 Your purge dam is complete and ready to use. EZP-10 10" 8
’5 EZP-12 12" 48
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LiquiFilm

!_iquiFiIm“‘.is an alternative to _trad_itignal purging systems and serves as — '!‘ Part No. Description

:((:iii?:] zloul:;sgn when total purging is impractical or costly. \ AWSE-1/20RG | 39" x 65' kit

(1) water soluble purge dam film (wound on core for easy dispense). AWSF-1/208 39'x 65" film 9nly

* (2) 250 ml. (8.5 fl 0z.) bottles water soluble adhesive. AWSG-500 500 ml. adhesive only

. (1) Aquaso|® cutting knife. AWSG-250 250 ml. adhesive onIy

* Instruction sheet.
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Welder's Magnetic Ground Clamps
» Spring-loaded electrode secures ground to
work surface.

Part No. Pull (Ibs.) Dimensions (Inches) AMPS

MGC-1 250
55 3-1/2"x 2"
MGC-2 800

* Rotating stud assembly allows ground wire
to rotate 360" free of work area.
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