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Water Cooled Machine Torches

Electrode Diameter .040 1/16 3/32 1/8

Collet
22N21A
22N21B

22N22A
22N22B

22N23A
22N23B

22N24A
22N24B

Collet body 13N26 13N27 13N28 13N29
Gas lens 45V42 45V43 45V44 45V45
Lg. diameter gas lens collet 22N21AL 22N22AL 22N23AL 22N24AL
Lg. diameter gas lens 45V0204S 45V116S 45V64S 995795S

Size 3 4 5 6 7 8 10 12 Short
Alumina 13N08 13N09 13N10 13N11 13N12 13N13
Alumina gas 
lens

53N58 53N59 53N60 53N61 53N61S

Lg. diameter 
gas lens

57N75 57N74 53N88 53N87 53N89*

Lava 13N14 13N15 13N16 13N17 13N18 13N19
Long lava 796F70 796F71 796F72 796F73
Ex. long lava 796F74 796F75 796F76 796F77

Chart A: Collets, Collet Bodies, Gas Lens

Cable Covers: WC-3-10, WC-3-22
Extension Kit: EK-1-25

*Not recommended for use with high frequency current.

# Part No. Description

1
WP-22A 7" long torch body
WP-22B 3" long torch body

2 22-9 Insulating boot
3 22-7 Collet knob, includes 98W77 O-ring
4 18R-1 6-32 x 3/16" fi llister head screw

5
22-8A 7" barrel
22-8B 3" barrel

6 22-10 Cup gasket
7 see chart A Collet
8 54N63-22 Lg. diameter gas lens insulator
9 see chart A Lg. diameter gas lens
10 see chart A Collet body
11 see chart A Gas lens
12 see chart B Lg. diameter gas lens nozzle
13 see chart B Alumina nozzle
14 see chart B Alumina gas lens nozzle
15 see chart B Lava nozzle
16 see chart B Long lava nozzle
17 see chart B Extra long lava nozzle
18 45V11 Power cable adapter

19

Power Cable
45V03HD-L3 3 ft. (.9 m)
45V03HD 12-1/2 ft. (3.8 m)
45V04HD 25 ft. (7.6 m)

20

Gas Hose
45V09-L3 3 ft. (.9 m)
45V09 12-1/2 ft. (3.8 m)
45V10 25 ft. (7.6 m)

21

Water Hose
45V07HD-L3 3 ft. (.9 m)
45V07HD 12-1/2 ft. (3.8 m)
45V08HD 25 ft. (7.6 m)

Cable Repair Kits
ZCRK20 Power cable repair kit
ZHRKG20 Gas hose repair kit
ZHRKW20 Water hose repair kit

Water cooled torches require cooling water fl ow of 1 quart (.94 liter) to 1-1/2 quarts (1.4 liters) per minute at a 
maximum of 50 PSI pressure.

WP-22 Series
Front or back loading of the tungsten electrode. Torch does not need to be moved to load or remove the 
electrode. Front or back tightening of the electrode. The adjustment to tighten the electrode can be made 
with the ribbed sleeve at the nozzle end or by the knob at the back end of torch. Standard collet bodies, 
gas lens collet bodies and gas cups interchange with the popular WP-20 manual torch.
• Model A uses 7" long tungsten electrodes.
• Model B uses 3" long tungsten electrodes.
• Air cooled available: WP-23A.

Part No. Description Max AMPS Overall Length Access Kit Hook-Up Kit
WP-22A Torch head

250 6-1/2" N/A HK-1WP-22A-3
WP-22A-12
WP-22A-25

Torch package

WP-22B Torch head

250 3-1/2" N/A HK-1WP-22B-3
WP-22B-12
WP-22B-25

Torch package

Chart B: Gas Nozzles

Part No. WP-22A

Weldcraft
Vendor Code: WCP
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Water Cooled / Air Cooled TIG Torches

Electrode Diameter .020 .040 1/16 3/32
Collet 53N15 53N16 53N14 24C332
Collet body 53N17 53N18 53N19 24CB332
Gas lens collet 53N62 53N63 53N64 24GLC332
Gas lens 45V41 45V42 45V43 45V44

Size .165 4 5 6 7 8
Alumina A53N24 A53N25 A53N27
Lava 53N23 53N24 53N25 53N27
Long lava 53N28 53N26
Alumina gas lens 53N58 53N59 53N60 53N61 53N61S

Chart A: Collets, Collet Bodies, Gas Lens

Chart B: Gas Nozzles

Cable Covers: WC-3-10, WC-3-22
Extension Kit: Not available
Weight WP-24: 1 oz. (less power cable)
Weight WP-24W: 3 oz. (less hoses)
Torch Length: 7-1/2”

Part No. WP-24

*Not recommended for use with high frequency current

WP-24 Series
•  Small, lightweight torch ideal for intricate work and reaches into tight places.
•  Handle mounted gas control valve available. Feather weight but well-balanced and durable.
•  Torch packages include: Torch body, handle, power cable assembly, and insulating gasket.

power cable adapter must be ordered separately.
•  If other than standard power cable is desired for air cooled torch, change last character to receive desired 

power cable.
• Parts interchange with WP-24W model.

# Part No. Description
1 WP-24 Torch body includes cup gasket (60°)
1A WP-24N Torch body same as WP-24, with 90° head
2 53N66 Gas lens insulator
3 see chart A Gas lens collet
4 see chart A Gas lens
5 see chart B Alumina gas lens nozzle
6 53N22 Cup gasket
7 see chart A Collet
8 see chart A Collet body
9 see chart B Lava nozzle
10 53N20 Collet body wrench
11 see chart B Long lava nozzle
12 see chart B Alumina nozzle
13 53N43 Power cable adapter (WP-24)
14 24 -4 Coupler
15-7 V-92 Valve assembly. includes items 15, 16, 17
15 V-92-1 Front handle (not sold separately)
16 V-92-2 Valve body (not sold separately)
17 V-92-3 Rear handle (not sold separately)
18 24 -5 Adapter

19

Power Cable (WP-24)
56Y38 12-1/2 ft. (3.8 m) vinyl
56Y97 25 ft. (7.6 m) vinyl
56Y38R 12-1/2 ft. (3.8 m) rubber
56Y97R 25 ft. (7.6 m) rubber

20 H-100 Handle (smooth, standard)

21
Water Hose (WP-24W)
45V07 12-1/2 ft. (3.8 m)
45V08 25 ft. (7.6 m)

22 53N04 Hose clamp

23
Power Cable (WP-24W)
45V03 12-1/2 ft. (3.8 m)
45V04 25 ft. (7.6 m) 

24
Gas Hose (WP-24W)
45V09 12-1/2 ft. (3.8 m)
45V10 25 ft. (7.6 m)

25 H-100R Handle (ribbed, optional)
26 WP-24W Torch body, includes cup gasket (70°)
27 45V11 Power cable adapter (WP-24W)

Part No. Description Max AMPS Head Angle Handle Style Access Kit Hook-Up Kit Cable
WP-24
WP-24-12-2
WP-24-25-2

Torch body
Torch package
Torch package

80 60° 
Textured
3/4 Dia.

AK-5 Call for details 2-piece rubber power cable

WP-24W
WP-24W-12
WP-24W-25

Torch body
Torch package
Torch package

180 70°
Textured
3/4 Dia.

AK-5W HK-1 3-piece vinyl power cable

Water cooled torches require cooling water fl ow of 1 quart (.94 liter) to 1-1/2 quarts (1.4 liters) per minute at a 
maximum of 50 PSI pressure.

Weldcraft
Vendor Code: WCP
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# Part No. Description

1
WP-27A

Torch body, (9" long) includes shaft assembly, 
barrel & boot

WP-27B
Torch body, (20" long) includes shaft assembly, 
barrel & boot

2 27-12 Insulating boot

3
27-10A

Barrel assembly. “A” model, includes 
3 ea. 27-10 screw, 3 ea. 27-11 washer

27-10B
Barrel assembly. “B” model, includes 
3 ea. 27-10 screw, 3 ea. 27-11 washer

6 18R-1 6-32 x 3/16" fi llister head screw
7 - Collet (See chart A)
8 27-2-4 O-ring
9 27-11 #6 bronze lock washer
10 27-10 6-32 x 5/16" binding head screw
10A 27-19 6-32 x 5/16" binding head nylon screw

11
27-13A

Shaft assembly. “A” model includes shaft, knob, 
1 ea. 27-13-2 & 27-13-3 O-ring

27-13B
Shaft assembly. “B” model includes shaft, knob, 
1 ea. 27-13-2 & 27-13-3 O-ring

12 27-13-2 O-ring
13 27-13-3 O-ring
14 181W89 O-ring 57WCNA Water cooled nozzle (not shown)

15 see chart A
Gas lens, includes 1 ea. 181W89 O-ring, 
1 ea. 57N56 gasket

16 57N56 Gasket
17 see chart B Alumina nozzle
18 57N76 Metal nozzle adapter
19 see chart B Metal nozzle
20 45V11 Power cable adapter
21 27-18-3 Bracket insulating cover

22 27-18

Bracket assembly.* includes bracket, insulator 
block, insulator cover, mounting hardware:
1 ea. 1/2"-13 x 1" hex head brass cap screw
1 ea. 1/2"-13 hex brass nut
1 ea. 1/2" medium steel lock washer
1 ea. 1/2" plain brass washer

23

Gas Hose
40V82R-3 3 ft. (9 m)
40V82R 12-1/2 ft (3.8 m)
40V82RL 25 ft. (7.6 m)

24

Power Cable
40V84R-3 3 ft. (9 m)
40V84R 12-1/2 ft (3.8 m)
40V84RL 25 ft. (7.6 m)

25

Water-in Hose
40V83R-3 3 ft. (9 m)
40V83R 12-1/2 ft (3.8 m)
40V83RL 25 ft. (7.6 m)

Water Cooled TIG Torches

Electrode Diameter 1/16 3/32 1/8 5/32 3/16 1/4
Collet 57N46 57N47 57N48 57N49 57N50 57N51
Gas Lens 49V23 49V24 49V25 49V26 49V27 49V28

Chart A: Collets, Gas Lens

Size 6 8 10 12 SHORT*
Alumina 57N75 57N74 53N88 53N87 53N89
Metal** 57N78 57N77

Chart B: Gas Nozzles

Cable Covers: WC-4-10, WC-4-22
Extension Kit: Not available

*Not recommended for use with high frequency current.
**Requires 57N76 adapter.

Part No. Description
Max 
AMPS

Barrel 
Dia.

Overall 
Length

Access 
Kit

Hook-Up 
Kit

WP-27A Torch head
500 1-3/8 9" AK-27 HK-1WP-27A-12

WP-27A-25
Torch package

WP-27B Torch head

500 1-3/8 20" AK-27 HK-1
WP-27B-3 Torch package w/ bracket assembly
WP-27B-12
WP-27B-25

Torch package

WP-27 Series
•  Features front or back loading or tightening of the tungsten electrode. Torch does not need to be moved to load or 

remove the electrode. The adjustment to tighten the electrode can be made with the ribbed sleeve at the nozzle end or 
by the knob at the back end of torch. Internal tungsten adjustment. The electrode can be raised or lowered within the 
torch for extremely fi ne positioning. Axial movement of approximately 1/4" is possible. 

• Collet body has integral replaceable gas lens screens.
• Cooling requirements: 2 qt./min. (1.9 L/min.) - air cooled available in 9"-WP-27AAC.
• Maximum pressure 50 PSI (345 kPa).
• Electrode capacity .040" - 1/4" dia. (1,0 - 6,4 mm).
• Torch packages include: body assembly, barrel, shaft assembly, insulating boot, cable and hoses.

*Bracket assembly used on 3 ft. torch package only.

Part No. WP-27

Weldcraft
Vendor Code: WCP

www.oki-bering.com



233

2

Inert Gas Equipm
ent

Part No. Description Max AMPS Cooling Power Cable Water Hose Gas Hose Handle
WP-225 Torch body

225 Water

45V03
45V04
45V03HD
45V04HD
45V03R
45V04R

45V07
45V08
45V07HD
45V08HD
45V07R
45V08R

45V09
45V10
45V09
45V10
45V09R
45V1OR

53N06

WP-225-12
WP-225-25
WP-225-12-HD
WP-225-25-HD
WP-225-12-R
WP-225-25-R

Torch package
Torch package
Torch package
Torch package
Torch package
Torch package

WP-25 Torch body

200 Water

45V03
45V04
45V03HD
45V04HD
45V03R
45V04R

45V07
45V08
45V07HD
45V08HD
45V07R
45V08R

45V09
45V10
45V09
45V10
45V09R
45V1OR

53N06

WP-25-12
WP-25-25
WP-25-12-HD
WP-25-25-HD
WP-25-12-R
WP-25-25-R

Torch package
Torch package
Torch package
Torch package
Torch package
Torch package

Interchangeable Heads

Part No. Max AMPS Cooling Gas Valve Torch Body Coil Element Handle
WP-150-12-2
WP-150V-12-2
WP-150-25-2 
WP-150V-25-2

150 Air

No
Yes
No
Yes

150TB
150VTB
150TB
150VTB

150CE 105Z55R

WP-200-12-2
WP-200V-12-2
WP-200-25-2
WP-200V-25-2

200 Air

No
Yes
No
Yes

200TB
200VTB
200TB
200VTB

200CE 10N15R

Flex Torches
• Water-cooled fl exible torch body & WP-25 long reach fl ex-Pencil type water-cooled torch body.
• Each WP-225 torch package includes: Torch body, 9-70 and 1726 heads, power cable assembly and handle.
• WP-25 torch packages include: Torch body, handle and power cable assembly.

WP-150/200 Air Cooled Flexible Torch Body Assembly

Flex Torch Bodies (Less Head)
Part No. Max AMPS Cooling Gas Valve Torch Body Element
WP-150 80-150 Air No 150TB 150CE
WP-150V 80-150 Air Yes 150VTB 150CE
WP-200 150-200 Air No 200TB 200CE
WP-200V 150-200 Air Yes 200VTB 200CE

Torch Package Assembly
Each WP-150/150V and WP-200/200V torch package includes: 1726 and 1726P heads, heavy duty 
2-piece power cable, coil element, solid element, handle and wrench. Available with R for 1-piece 
rubber power cables.

Flex Torches

Parts Used Part No.
Max. AMPS

Head Angle
A/C W/C

WP-9, 9P, 9V
WP-20, 20P, 25

9-70
9-90
09-P

125
125
125

200
200
200

70˚
90˚
180˚

WP-24, 24W
0024
24-90

80
80

160
160

70˚
90˚

WP-17, 17V
WP-18, 18V
WP-26, 26V

1726
1726P

150/200
150/200

225
225

70˚
180˚

Part No. WP-150 Part No. WP-200

Part No. 9-70 Part No. 9-90 Part No. 09-P

Part No. 0024 Part No. 24-90 Part No. 1726

Part No. 1726P

Part No. SF-225 Part No. WP-25

Weldcraft
Vendor Code: WCP

 www.oki-bering.com



234

2

In
er

t G
as

 E
qu

ip
m

en
t

Flex Torches / 300 AMP Air Cooled TIG Torches

Air-Cooled Flex
Part No. Max Amps Accessory Parts Used
009F 125 WP-9, 9P, 9V, 20, 20P, 25
017F 150 WP-17, 17V
026F 200 WP-18, 18V, 26, 26V
024F 80 WP-24
016F 160 AHP-16, 35

Part No. Description Torch Body
150TB Torch body 9F, 17F, 24F WP150
150VTB Torch body (valve) 9F, 17F, 24F WP150V
300LN Lock nut 9F, 17F, 24F WP150
150W Wrench 9F, 17F, 24F, WP150
105Z55R Handle 9F, 17F, 24F, WP150
10N15R Handle 16F, 26F, WP200, 200V
200W Wrench 16F, 26F, WP200, 200V
200LN Lock nut 16F, 26F, WP200, 200V
200TB Torch body 16F, 26F, WP200
200VTB Torch body (valve) 16F, 26F, WP200V
150CE Coil element WP150, 150V
200CE Coil element WP200, 200V
150SE Solid element (converts torch to rigid neck) WP150, 150V
200SE Solid element (converts torch to rigid neck) WP200, 200V
150TB-AA Rubber torch body 9F, 17F, 24F, WP150
200TB-AA Rubber torch body 16F, 26F, WP200

Flex-Neck Parts

Torch Assembly Max. Amp Cooling Gas Valve Torch Body
WP-9F 125 Air No 150TB
WP-9FV 125 Air Yes 150VTB
WP-17F 150 Air No 150TB
WP-17FV 150 Air Yes 150VTB
WP-26F 200 Air No 200TB
WP-26FV 200 Air Yes 200VTB
WP-24F 80 Air No 150TB
WP-24FV 80 Air Yes 150VTB
WP-16F 160 Air No 200TB
WP-16FV 160 Air Yes 200VTB

Torch Body Assembly

Torch Assembly Head Style Max Amps Cooling Ribbed Handle
WP-9F-12-2
WP-9F-25-2
WP-9FV-12-2 (valve)
WP-9FV-25-2 (valve)

9F 125 Air 105Z55R

WP-17F-12-2
WP-17F-25-2
WP-17FV-12-2 (valve)
WP-17FV-25-2 (valve)

17F 150 Air 105Z55R

WP-26F-12-2
WP-26F-25-2
WP-26FV-12-2 (valve)
WP-26FV-25-2 (valve)

26F 200 Air 10N15R

WP-24F-12-2
WP-24F-25-2
WP-24FV-12-2 (valve)
WP-24FV-25-2 (valve)

24F 80 Air 105Z55R

WP-16FV-25-2 (valve)
WP-16FV-25-R

16F 160 Air 10N15R

Torch Package Assembly
•  Torch package includes: torch body assembly, ribbed handle, 2-piece 

power cable, and wrench.
• Available with R for 1-piece rubber power cables.
•  All other torch packages must be ordered by components: only T/B, 

handle, cable.

Weldcraft
Vendor Code: WCP

Crafter™ Series 300 AMP Air Cooled Torch
•  New high performance cable assembly.
• Uses 26 style replacement parts.
• 300 AMP DC and 250 AMP AC rating at 60% duty cycle.
• Also available in 125 AMP and 200 AMP models.

Part No. Description Size
CS300 Torch body -
CS300-12-2 Torch package 12.5'
CS300-25-2 Torch package 25'
CS300-12PC Power cable 12.5'
CS300-25PC Power cable 25'

www.oki-bering.com
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Crafter™ Series 310 AMP / All In One Collet-Collet Body

# Electrode Diameter .020 .040 1/16 3/32 1/8
11 Collet 13N20 13N21 13N22 13N23 13N24
12 Lg. gas lens collet 13N20L 13N21L 13N22L 13N23L 13N24L
13 Collet body 13N25 13N26 13N27 13N28 13N29
14 Gas lens 41V41 45V42 45V43 45V44 45V45
15 Lg. gas lens collet body 45V0204S 45V0204S 45V116S 45V64S 995795S

# Size 4 5 6 7 8 10 12
16 Alumina 13N08 13N09 13N10 13N11 13N12 13N13
17 Gas lens alumina 53N58 53N59 53N60 53N61 53N61S 
18 Lg. gas lens alumina 57N75 57N74 53N88 53N89
19 Long lava nozzle** 796F71 796F72 796F73
20 X-tra lg. lava nozzle 796F75 796F76 796F77

Chart A: Collets, Collet Bodies, Gas Lens

Chart B: Gas Nozzles

# Part No. Description
1 CS310A Torch body, includes 598882 insulator
2 CS110-BCS Back cap, short, includes 98W77 O-ring
3 CS110-BCM Back cap, medium, includes 98W77 O-ring
4 CS110-BCL Back cap, long, includes 98W77 O-ring
5 CS110-H D-Handle

6
CS310-12PC Power cable, red, 12.5' (3.8 m)
CS310-25PC Power cable, red, 25' (7.6 m)

7 CS310-25W
Water hose, blue, for CS310 and 
CS410, 25' (7.6 m)

8
CS310-12G Gas hose, black, 12.5' (3.8 m)
CS310-25G Gas hose, black, 25' (7.6 m)

9
WC-3-10 Cable cover, 10' (3.0 m)
WC-3-22 Cable cover, 22' (6.7 m)

10a 598882 Tefl on insulator
10b 54N63-20 Tefl on insulator, for large diameter gas lenses
21 45V11 Power cable adapter

Note: For higher applications, reference CS410, WP-18SC, or call your weldcraft supplier.

Crafter™ Series 310 AMP
•  CS310 torch packages come assembled with: Torch body, handle, gas & water hoses, power cable, cable 

cover, #6 HPN nozzle, 3/32" collet, 3/32" collet body, 3/32" x 7" tungsten electrode and long back cap.
•  CS310-UAK - Universal accessory kit, contains: (1) 3/32" and 1/8" collets, (1) 3/32" and 1/8" collet bodies, 

(1) 3/32" gas lens collet bodies, (1) 3/32" x 7" and 1/8" x 7" tungsten electrodes, (1) Short, medium and 
long back caps, (1) #5 and #6 alumina nozzles, and (1) #5 and #6 gas lens alumina nozzles.

Part No. Description
CS310-12 w/ 12' cable
CS310-25 w/ 25' cable
CS310-UAK Universal accessory kit
HK-1 Hook-up kit

2 3 4 5

10a 10b 11 12 13 14 15

2116 17 18 19 20

Weldcraft
Vendor Code: WCP

7

6

8

1

9

All In One Collet / Stubby Pencil Collet Body
•  Fits into your existing torch quickly and easily with no special 

adjusting or additional care to achieve proper tungsten alignment.
• Quicker, easier changeover of tungsten size.
• Eliminates mismatch of collets and collet bodies.
• Avoids lost collets.
• Fewer parts to stock and easier to manage.
• Same great torch performance.
• Improved centering of the tungsten.

Part No. Size
10N116SP 1/16"
10N332SP 3/32"
10N18SP 1/8"
13N116SP 1/16"
13N332SP 3/32"
13N18SP 1/8"

 www.oki-bering.com
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Air and Water Cooled Quick Connect System

THERMAL ARC®

Pro-Lites®

LS300 DIN Q5G-150

LT300 DIN Q5G-200

LM300 DIN Q5G-200

Pro-Plus®

400S DIN Q5G-150, Q5G-200

400GTS DIN Q5G-150, Q5G-200

400GMS DIN Q5G-150, Q5G-200

AC/DC Inverter

400GTSW DIN Q5G-150, Q5G-200

CC/CV Inverter

600GMS DIN Q5G-150, Q5G-200

Power Supply Connection Type
QCS Hook-up Kit
Air Cooled

Water Cooled
1 Pc. 2 Pc.

ESAB®

Heliarc 160I
Handy TIG 180

DIN
DIN

Q5G-150
Q5G-150

00Q5
00Q5

Heliarc 252/352 Threaded stud*
Q5G-150
Q5G-200

00Q5 0Q5W

LINCOLN®

Invertec®

160 series
V-205-T
V-205-S

DIN
DIN (gas through)
DIN

Q5G-150
Q5GT-150*
Q5G-150

00Q5

00Q5

Q5WGT

Square Wave Series
TIG 175
TIG 275
TIG 355

DIN (gas through)
DIN (gas through)
Threaded stud*

Q5GT-150
Q5GT-200

Q5WGT
0Q5W

Precision series
TIG 275
TIG 375

Direct thread
connections

Not 
required

Not 
required

Not required

MILLER®

Econotig® DIN (gas through) Q5GT-150 Q5WGT

Dynasty®

300 series DIN
DIN

Q5G-150
Q5G-200

00Q5 0Q5W

Maxstar®

91
152
200 Series
300 Series

DIN
DIN
DIN
DIN

Q5G-150
Q5G-150
Q5G-150
Q5G-200

00Q5
00Q5
00Q5
00Q5 0Q5W

Synchrowave®

180 SD DIN (gas through) Q5GT-150 Q5WGT

250 (all models)
350 (all models)
500
Aerowave®

Threaded stud*
Threaded stud*
Threaded stud*
Threaded stud*

Q5G-150
Q5G-200
Q5G-200
Q5G-200

00Q5
00Q5
00Q5
00Q5

0Q5W
0Q5W
0Q5W
0Q5W

*Power supplies with a threaded stud require a QCS-M adapter.

00Q5
• 2 Pc. cable up to 200a.

Quick Connect System

Q5WGT
• Gas through din.
• For water-cooled torch.

0Q5W
•  Solid din w/ water 

side hose.

Q5GT-200
• Gas through din.
• For 200a 1 pc. cable.

Q5GT-150
• Gas through din.
• For 150a 1 pc. cable.

Q5G-200
• Solid din w/ gas side hose. 
• For 200a 1 pc. cable.

Q5G-150
• Solid din w/gas side hose.
• For 150a 1 pc. cable.

Weldcraft
Vendor Code: WCP

www.oki-bering.com




